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STANDARD DRAWINGS FOR ROAD AND BRIDGE CONSTRUCTION

1. THE SR1-358 (12,5 , 8 ), MANFACTURED BY SYRD INC., OR THE
FLEAT-350 MNFACTLAED 61 A0R0 STSTEM INC. SWALL 56
CORDING T0 GUIDELINES FOR ATTENUATORS AND ENO.
LTINS A HAIFACTORES RECHERDATIONS,

27 SN0 0 1€ FLEAT 350 A€ vANIBLE LARED SYSTENS.

TYPE FLARE, WHERE AS
TRAIGHT LINE FLAREL SEE. NA ACTURES:

FOR COmRECT POST OFFSET FOR CHOSEN SaTER.

3.4 14 OR FLATTER FILL SLOPE SHOLLD BE USED IN THE RECOVER
AREA,BUT [F [NPRACTICAL, A 1:3 SLOPE MAY BE USED. THE RECOVER
SHALL BE FREE OF ANY FIXED OBUECTS.
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4.GREDING REQUIREMENTS SHALL BE COMPLETED PRIOR TO
INSTALATION OF SYSTEM,

580 SECTIoN AEDURES A TANSITION ELLRENT FOR ATIACHENT
10 BRIDGE PARAPET OR CONCRE!
2 STAARD CAAING T3P POST PLACEMENT DETAIL,

6.END SECTION SHALL WAVE THE PROPER MARKING INSTALLED,
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